Best Ways To Use CLLI
1. Do not waste money on partial protection (like “I want to protect only from Telephone-line or from Power-line)! It’s as good as NO-protection.

2. Take some time and effort to identify items that are grouped together into one setup at each location,

3. Identify every connection connected into or out of each setup,

4. Then, decide which group you wish to convert into SAFE-island.

<Version 1106>
How many locations or setups do you wish to protect? Name all items in each setup below: (Each group of setup at one-LOCATION is considered as one-ISLAND)




Example:

Location / Setup #Sample
	
	Equipment / Device
	External-cable Type
	Quantity
	Note

	0
	4-gang power strip
	P
	
	All outlets used

	1
	Satellite decoder
	A, S
	1-each
	TEL-RJ-11 not used

	2
	50”  Plasma HDTV
	HDMI to projector
	HDMI x1
	Ceiling-mounted

	3
	PS3 Game console
	 
	
	No external connection

	4
	CCTV-CPU
	B
	BNC x6
	To 6-cameras

	5
	DVD-player
	P
	
	Supply from wall-outlet

	6
	Media player
	L, DC-12V-1A)
	1-each
	



At your locations / setups:
Location / Setup #1

	
	Equipment / Device
	External-cable Type
	Quantity
	Note

	0
	
	
	
	

	1
	
	
	
	

	2
	
	
	
	

	3
	
	
	
	

	4
	
	
	
	

	5
	
	
	
	

	6
	
	
	
	


Location / Setup #2

	
	Equipment / Device
	External-cable Type
	Quantity
	Note

	0
	
	
	
	

	1
	
	
	
	

	2
	
	
	
	

	3
	
	
	
	

	4
	
	
	
	

	5
	
	
	
	

	6
	
	
	
	


Please fill your particulars:
	Your Name
	
	

	Contact number
	
	

	E-mail
	
	

	Address (optional)

	
	


Email us: callab@callab.com.my / callabkl@gmail.com
Call us: 012-7718225 / 03-77268680

……………………………………………………………………………………………

(You may also use the diagram below – for use during discussion or feedback / reply)


Note (if any):

Buy-guide Chart
This chart helps you to determine the correct model-version of CLLI for each setup, so that you may correctly create a safe-island to make equipment & user safe from lightning surges! Call us for assistance or email us at: callab@callab.com.my or view BUY-guide Table in www.cal-lab.com for more info. (Email completed form as MS-word attachment)

First, find out what you really have in each setup!

	Setup
#
	List ALL external connections
	CLLI chosen by you:
	CLLI suggested by

 CAL-LAB

	Eg:
	P, A, T, S
	SFTV9622
	SFTV9622 +Power-strip

	1
	
	
	

	2
	
	
	

	3
	
	
	

	4
	
	
	


We will reply or make proposal below, if you have provided enough info:
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In each setup, if there is any connection to any of these outside connections, insert the letter(s) representing the external source & insert the Quantity in next column. (Change description, if necessary)








Links between equipment-items inside the same setup, need not be shown!


Describe any connection not shown above, example: HDMI or USB-cable
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POWER
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Power only


DIY-series:


NILI9920F


SC0039


MDSC0039+E


SL-AR-1.5A


SL-AR-3A


SL-AR-5A+E


+cu-versions


PLC-series


Wall-plug-1


Wall-plug-2


Wall-plug-3


Short-cable:


NILI-PLC-1


SC-NIF-1


1.5M-cable:


MD-PLC-1


MD-NIF-1


MD-PLC-2


MD-PLC-3


+cu-versions


Pro-series:


PLCI-module for CPE 


+cu versions





TEL-line only


DIY-series:


SP9201-ARD


SP9201-DSL


SP9201-DAF


+cu-versions


Pro-series:


For PABX-KEYPHONE


MLPX-BB


MLPX-BX


SKPX-ARD


SKPX-DSL


+cu-versions





Power & TEL-line combined series:


SF9512-ARD


SF9512-DSL+E


SF9512-DSL+E-MS


SF9812+SKPX


+cu-versions


Pro-series:


For CPE or


 ALARM-dialer


MDSF9512-ARD


MDSF9512-DSL


+cu-versions





Power +TEL-line +TV-antenna +Satellite combined series:


SFTV9622 or SFTV9622-MS2+3





Power +TEL-line +LAN-RJ45 combined series for network printer +fax or PC:


SD4C+DSL or SD4C+ARD


Also available:


Power +LAN-RJ45 series


SD-4C or SD-8Ccu


Without Power:


SLAN-1236 (+E to power-CLLI)





DC or AC 5V~250V Power only


PRO-series:


(Select required combination)


DCJcu-5~48v @1A~10A 


+cu versions





MD-4C (5~48V) @1A~5A


+cu versions


AC250V:


MD-SC3C-2A


MD-SC3C-cu5A


MD-SC3C-cu10A


+cu versions








BNC-co-ax for CCTV DVR & Camera (must be grounded to power-CLLI only)


MD-BNC(0E) or (+E-FILTER)





DC or AC 5V~48V Power +Data


PRO-series:


(Select required combination):


POE-1236 (24V) or cu48V


DCJcu-CB12~48V @1A


MD4Ccu-CB12~48V @1A


MD4Ccu (+5~48V @1~5A)


+cu versions





Signal or Data only


PRO-series:


DCJcu-DATA-5V


MD4C-DATA-5V


MD8C-DATA-5V 


+cu versions
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Equipment name





Equipment name





Equipment name





Equipment name





Equipment name





Equipment name





Equipment name





Estimated total-power needed = 


Xx Amp





Please name all items & link every connection in your setup #1
























































Important: Each safe-island must only draw POWER from one wall-outlet with one GROUND-reference





This is how a SAFE-island can be created for your setup #1





CLLI-name


If added





CLLI-name


If added





CLLI-name


If added





CLLI-name


Main unit





Probable total-power needed = 


Xx Amp





Equipment name





Equipment name





Equipment name


















































Do not worry!


Just fill up this side, if you find it too confusing to understand! Others are meant for those in the trade to help themselves. You can give us a call at +6012-7718225 or email us at � HYPERLINK "mailto:callab@callab.com.my" ��callab@callab.com.my� or drop by at S2, Centrepoint Second Floor.





Do not worry!


Just fill up this side, if you find it too confusing to understand! Others are meant for those in the trade to help themselves. You can give us a call at +6012-7718225 or email us at � HYPERLINK "mailto:callab@callab.com.my" ��callab@callab.com.my� or drop by at S2, Centrepoint Second Floor.





Important: Each safe-island must only draw POWER from one wall-outlet with one GROUND-reference





This is how a SAFE-island can be created for your setup #2





CLLI-name


If added





CLLI-name


If added





CLLI-name


If added





CLLI-name


Main unit





Probable total-power needed = 


Xx Amp





Equipment name





Equipment name





Equipment name





Equipment name





Equipment name





Equipment name





Please name all items & link every connection in your setup #2





Estimated total-power needed = 


Xx Amp
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Equipment name





2X Data-wire-5V





T-BLK





RCA





R





BNC





B





RJ45-LAN





L





SAT-DISH





S





TV-ANT.





A





Tel-RJ11





T





POWER





P





Equipment name





Equipment name





DC





DC-XV XA








